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RAMROD Equipment introduces itõs latest  
unit to the 2014 product line up, the Model 
1330 TRACK unit. With an astonishing track 
width available in just 36ó, this narrow width 
model is designed to fit through entrance 
ways such as doorways, gates, between fence 
posts, trees, and buildings. It is also able to maneuver in 
tight areas such as barns, back yards, shops, factories, wooded areas, 
cemeteries, underground and above ground mines, plant nurseries, gardens, 
basements, confined construction sites and much more! 

RAMROD Model 1330 PRO Series features many key specifications that 
set it apart from itõs competitors. Itõs patented òhigh torqueó hydraulic 
drive system provides 1,450 lbs of tractive power, resulting in greater 
lift capacity (up to 1,330 lbs, to a height of 72ó). The 1330 model also 
boasts an increased carrying capacity of up to 2,660 lbs!  
 
RAMRODõs award-winning self-leveling loader arms increase safety and 
material handling efficiency by eliminating the loss of material during 
the lifting process. The Model 1330 compact body style provides 
unobstructed, safer viewing of the work area and itõs unique rigid track 
system provides maximum performance no matter how challenging the 
terrain. The 1330 is available with a 27 HP, liquid-cooled gasoline or 30 
HP liquid-cooled diesel engine. And with more than 70 attachments 
available, the versatile RAMROD Model 1330 Heavy Duty PRO Series 
can handle any task with ease.  

 

 

Customers have the 

choice of 6ó TRACK 

Package for overall 

width of 36ó OR 

9ó TRACK 

Package with 

overall width 

of 42 ó  
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